STATE OF LOUISIANA
Department of Public Safety and Corrections

Office of State Fire Marshal Code Enforcement and Building Safety
8181 Independence Boulevard
Baton Rouge, Louisiana 70806
225-925-4920

H “BUTCH” BROWNING
FIRE MARSHAL

BUILDING REHABILITATION

BRIAN ANDERSON RE: P0465477

AGL COMMERCIAL INTERIORS FIRST BANK AND TRUST - SUITE 1700
433 METAIRIE ROAD 909 POYDRAS STREET

SUITE 208 NEW ORLEANS, LA 70112-0000

METAIRIE, LA 70005-0000

NFPA 101, 2012
IBC, 2012 (CHAPTERS 9 & 10)

BUSINESS

Dear Applicant:

This is to advise that we have reviewed the drawings and specifications for the subject proposed construction and
have determined that they appear to satisfactorily comply with the adopted laws, codes, rules and regulations of The
State Fire Marshal subject to the following requirements:

1.

Scope of Work: This review is for a 12,723 sf renovation of a business occupancy on the 17th floor of
a 36 story high rise building with a supervised automatic sprinkler system and a fire alarm system.

LAC 55:V:307 Periodic observation of construction shall be made by a licensed architect or civil
engineer. The enclosed Certificate of Completion containing the signature(s) of the responsible
design professional(s) shall be presented to the Inspector at time of final inspection for occupancy.

This review applies to new work indicated in the drawings and does not apply to existing non-
conforming conditions.

101:4.6.10.1 Buildings or portions of buildings shall be permitted to be occupied during
construction, repair, alterations, or additions only if all means of egress and all fire protection
features are in place and continuously maintained for the portion(s) occupied.

NOTE: THE FOLLOWING COMMENTS IDENTIFY ISSUES FOR INFORMATIONAL AND CAUTIONARY
PURPOSES OR ISSUES THAT COULD NOT BE VERIFIED IN THE SUBMITTED DOCUMENTS.

5.

A REVIEW FOR COMPLIANCE WITH THE FIRE PROTECTION AND EGRESS
REQUIREMENTS OF CHAPTERS 9 AND 10 OF THE INTERNATIONAL BUILDING CODE IS
INCLUDED IN THIS REVIEW. Review for compliance with all other requirements of the
LOUISIANA STATE UNIFORM CONSTRUCTION CODE, in accordance with Act 12 of the 2005
First Extraordinary Session of the Louisiana Legislature, IS NOT INCLUDED IN THIS REVIEW.
Contact the building official of the applicable political subdivision to coordinate compliance with
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these requirements. LRS 40:1730.23 mandates the enforcement of building codes by municipalities
and parishes in Louisiana, as described by LRS 40:1730.28.

Note: In accordance with LRS 40:1730.39.A, this office may establish contract agreements with
municipalities and parishes in order to provide uniform construction code enforcement on their
behalf, as provided in LRS 40:1730.24. Please visit our web site at
http://www.dps.state.la.us/sfm/index.htm for a current list of jurisdictions requesting plan review by
this office, a fee schedule, and a checklist of information required for review.

PROVIDE A DUPLICATE SET OF PLANS AND SPECIFICATIONS TO THE BUILDING
OFFICIAL (OR THIRD-PARTY) FOR REVIEW AND/OR PERMITTING, THE STATE FIRE
MARSHAL REVIEWED AND STAMPED DOCUMENTS SHALL NOT BE USED FOR THIS
PURPOSE. ADDITIONAL MARKING OR ALTERATIONS MADE TO THE APPROVED
STAMPED PLANS MAY CAUSE DELAYS IN FINAL ACCEPTANCE FOR OCCUPANCY.

LRS 40:1731-( Effective 10/01/11) Provide access for persons with disabilities in accordance with the
ADA-ABA Accessibility Guidelines, July 23, 2004 (also known as the 2010 Standards). This does not
include a review for compliance with the Federal Americans with Disabilities (Civil Rights) Act of
1990. NOTE: As per ADA-ABA 2004, Section F103, Office of State Fire Marshal appeal
determinations are not valid for facilities that are designed, constructed, altered, or operated with
federal funds, or leased by a federal agency. The authority having jurisdiction over such appeals is
the administrator of the General Services Administration (GSA). Compliance with state regulations
and requirements does not guarantee compliance with federal law.

"CAUTIONARY/INFORMATIONAL" items and paragraph references are noted as follows:

a) 202.3 If existing elements, spaces, or common areas are altered, then each such altered element,
space, feature, or area shall comply with the accessibility requirements for NEW construction.

b) 302 Floor and ground surfaces shall be stable, firm, and slip-resistant.

c¢) 303 Thresholds shall comply with requirements of this section regarding changes in level. (Not
more than 1/2"" height and beveled if over 1/4™)

d) 404.2.7 Handles, pulls, latches, locks, and other operable parts on doors and gates shall comply
with 309.4. Hardware shall not require tight grasping, tight pinching, or twisting of the wrist to
operate.

e) 404.1 Doors, doorways, and gates that are part of an accessible route shall comply with 404.

f) 212 The sink in the break-room or Kkitchenette shall be provided with clear floor space, knee
clearance, AND a 34" maximum height to the sink rim as per Section 606.

Modifications to the existing sprinkler system shall be in accordance with NFPA 13, 13R or 13D as
applicable.

a) LRS 40:1574 Submit automatic sprinkler system shop drawings with plan review application,
SPRINKLER SYSTEM REVIEW CHECKLIST & FEE SCHEDULE dated 01-20-13, and fee prior
to installation of any work to this system.

Note: See Interpretive Memorandums 2013-02 and 2013-03 for submittal requirements.

Sprinkler shop drawing submittals are required to be reviewed by the professional of record/owner
before being submitted to the Office of State Fire Marshal plan review section. Shop drawings
reviewed by the professional of record shall bear his/her shop drawing review stamp indicating
reviewed/no exceptions taken. See Interpretive Memorandum 2013-02. In order to expedite the
review process, requests by the SFM reviewer for additional information will be sent both to the
professional of record/owner and the sprinkler contractor. Contractor will be permitted to respond
back to the SFM reviewer and copy the professional of record/owner with their response. Additional
information will not require a shop drawing review stamp. Note: this does not include the response
sent as a result of Request for Information letter.
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10.

11.

12.

Be advised that a sprinkler system that satisfies the requirements of NFPA 101 Life Safety Code,
NFPA 13, NFPA 13R and/or NFPA 13D may not necessarily be considered by the building insurance
underwriters as ""full coverage' or "fully sprinklered™, for insurance purposes.

NFPA 13:4.3, 23.1.4 (2013 edition) Complete and submit owner's information certificate to system
designer in order to identify special occupancies and commodity classifications before start of design.
Form can be found in the SFM website/Building Safety/Sprinklers (http://sfm.dps.louisiana.gov/).

NFPA 13:10 Underground piping shall be installed in accordance with chapter 10. See 10.6 for
specific requirements for piping run under buildings.

Cities, Parishes and Water Purveyors (for example Baton Rouge Water Works Company) may have
requirements for meters, single detector check valves, and double check and RPZ valves to be
installed near the public water supply. These valves while not necessarily required by NFPA 13 are
required to be listed for fire protection service when installed. The pressure loss across these valves is
to be included in the sprinkler system calculations. Please verify that supporting documentation for
these valves and meters are included with the sprinkler shop drawing submittal.

NFPA 25:4.1.2* Accessibility. The property owner or occupant shall provide ready accessibility to
components of water-based fire protection systems that require inspection, testing, or maintenance.

LRS 40:1664.4 All work and inspections of LIFE SAFETY AND PROPERTY PROTECTION
SYSTEMS and equipment shall be performed by a contractor licensed with the appropriate
endorsement by the Office of the State Fire Marshal.

Shop drawings for fire protection systems, such as Fire Alarm, Sprinklers, and Suppression Systems,
that are required to be submitted to this office for review, shall be routed through the "*Professional
of Record’s" (Architect / Engineer) office, and shall be stamped with his **Shop Drawing Review
Stamp'* or equivalent, indicating that shop drawings have been reviewed by him for conformance
with plans, specifications, and appropriate codes.

LAC 55:305 Insulation and insulation assemblies shall meet the requirements of Section 720,
International Building Code, 2012 Edition.

a) Concealed and exposed insulation shall have a flame spread of 0-25 and a smoke developed of 0-
450 in accordance with IBC 720.

b) Cellulose fiber thermal insulation shall meet the requirements of paragraph IBC 720.
c) Foam plastic insulation shall meet the requirements of IBC 720and 2603.
d) Thermal barriers shall protect foam plastic insulation in accordance with IBC 2603.4.

e) Thermal barriers are not required if ignition barriers complying with IBC 2603.4.1.6 protect
foam plastic insulation used in attics or crawl spaces, where entry is made only for service of utilities.

LRS 40:1711 Provide safety glazing in hazardous locations.
101:7.2.1.2.3.2,101:7.1.5.1, and IBC 1008.1.1 A doorway in a means of egress shall provide at least

32" in clear width (consider installing 36" wide doors) and at least 6'-8" in nominal height. Where a
pair of doors is provided, at least one leaf shall comply with clear width requirement.
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13.

14,

15.

16.

17.

18.

19.

20.

21.

101:7.2.1.3.1, 101:7.1.6.3, and IBC 1008.1.5 through 1008.1.7 The floor elevation shall not change by
more than 1/2" from one side of a door to the other.

101:38.3.3 Interior walls and ceilings shall have a flame spread of 0-200 and a smoke development
rating of 0-450.

101:7.2.1.5 and IBC 1008.1.9 Locks on doors in means of egress shall not require the use of a key,
special device or special knowledge to open in the direction of egress.

101:7.2.1.5.10.2 and IBC 1008.1.9.4 through 1008.1.9.5 Doors shall be openable with ONLY one
releasing operation. A two-step release, such as a knob and an independent slide bolt, is NOT
acceptable, except under special conditions.

101:8.3.5 Penetrations through rated construction shall be sealed by approved firestop systems or
devices tested in accordance with ASTM E-814 or ANSI/UL 1479.

a) Notify the District Office identified at the end of this letter for inspection of all completed fire
and/or smoke barrier walls before any construction is installed that would conceal such construction
and prevent a proper inspection. Access to randomly selected areas may be required by the
inspector at time of final inspection if this notification is not given.

b) Provide detailed instructive cut sheets of the fire penetration sealing system used to the inspector
at time of inspection. Random selective sampling by the contractor will be observed by the inspector.

LAC 55:V:303.D Provide listed portable fire extinguishers in accordance with NFPA 10. (Refer to
Appendix E for distribution information.)

a) NFPA 10:5.2 Classifications for fires:

Class A fires-fires in ordinary combustible materials, such as wood, cloth, paper, rubber and many
plastics.

Class B fires-fires in flammable liquids, combustible liquids, petroleum greases, tars. oils, oil-based
paints, solvents, lacquers, alcohols and flammable gases.

Class C fires-fires that involve energized electrical equipment.

Class D fires-fires in combustible metals, such as magnesium, titanium, zirconium, sodium, lithium,
and potassium.

Class K fires-fires in cooking appliances that involve combustible cooking media (vegetable or animal
oils and fats.) (FOR USE ONLY AFTER ASSOCIATED FIRE SUPPRESSION SYSTEM HAS
ACTIVATED AND ELECTRICAL POWER TO THE COOKING APPLIANCES HAS SHUNTED)

Compliance with the 2011 NFPA 70, National Electrical Code (NEC), is mandated by RS
40:1730.28.A(7). Contact the local Building Official of the applicable local political subdivision or a
Louisiana State Uniform Construction Code Council registered third-party provider to verify plan
review and inspection requirements of the proposed electrical work.

a) 101:38.2.9 and IBC 1006 Provide emergency lighting according to 101:7.9 and IBC 1006.3.
b) 101:38.2.10 and IBC 1011 Exit signs complying with 101:7.10 and IBC 1011 shall define exits and
access to exits where the exit is not immediately apparent.

HVAC system shall be constructed in accordance with 101:9.2.

a) 101:9.2.1 Install smoke detectors to automatically stop the fan in HVAC duct systems over 2000
cfm in accordance with NFPA 90A:6.4.2.1(1). Where fire alarm system is required, duct detectors
shall be connected to building alarm system.

NOTE: Please mail all correspondence related with this project to:
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NEW ORLEANS PLAN REVIEW
Office of State Fire Marshal

1450 Poydras St.

Suite 1500

New Orleans, LA 70112

Contact the reviewer at 504.568.8509 (fax: 504-568-8511), if you have any questions regarding this
project.

22. NOTE: Please IDENTIFY THIS PROJECT NUMBER WITH FUTURE SUBMITTALS OR
OTHER CORRESPONDENCE pertaining to this project.

Changes to construction in the field which are not consistent with the reviewed documents are not authorized unless
reviewed by this office for compliance with Code. Modifications to reviewed plans must be submitted to this office
by the Architect/Civil Engineer for review prior to final inspection. If an Architect or Civil Engineer is not required
by RS 37:155, revisions shall be submitted by the Owner. Submittals shall include plans, completed application, a
minimum $55.00 review fee, and a copy of the most current plan review letter.

Compliance with code requirements for fire protection systems, such as Fire Alarm, Sprinkler and Suppression
Systems, is determined by separate shop drawing submittal and is not included in this review.

This review applies to work indicated in the drawings or specifications. Existing portions of the facility or building
unaffected by the new work shall comply with LAC 55:103B.

This review shall in no way permit and/or authorize any omissions or deviations from the specific requirements of
the adopted codes, rules and regulations in accordance with R.S. 40:1574.1(B).

This review is valid for 180 days from the date of this letter. Construction permits must be issued and/or
construction must commence within this time period.

This office requires certification of the completed project in accordance with the approved documents (certificate
enclosed).

Occupancy of the project will not be permitted until we receive the completed certificate and a satisfactory
inspection of the completed construction has been made by this office.
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To arrange for inspection of the project, please contact the District Office at the phone number below two (2)
to three (3) weeks in advance. The plans stamped reviewed by this office must be available on job site at time
of inspection. Certificate of completion must be provided to the inspecting Deputy for final inspection.

REVIEWED BY:
JULIE LITTLE
ARCHITECT

NOTE: Please call the REVIEWER identified above if you have any questions regarding this review.
Do not call the Inspection Office until you are ready for inspection.

CC:

Hertz

First Bank And Trust

New Orleans City Plan Review*

New Orleans District Ofc* 5045688506
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1 e eee LOCKS ON DOORS IN MEANS OF EGRESS SHALL NOT REQUIRE THE USE OF A KEY. C
THIS 16 TRUE FOR BOTH TENANT ENTRY AND EXIT DOORS, AS WELL AS TENANT 8T _
INTERIOR OFFICE DOORS. ce Z
[} [,
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: SCALE: N.T.S.

COORDINATE WITH BUILDING OWNER THE REPAIR AND
REFPLACEMENT OF BASE BUILDING ITEMS. THE CONTRACTOR SHALL
BE RESPONSIBLE FOR PRESENTING THE TENANT WITH A SPACE IN
"LIKE-NEW" CONDITION.
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433 METAIRIE ROAD

SUITE 208

CODE COMPLIANCE LIFE SAFETY LEGEND

LIFE SAFETY NOTES

* NOTE: ALL CODE COMPLIANCE 1S BASED ON
THE 1Mth FLOOR OF A FULLY SPRINKLERED BUILDING.

OCCUPANCTYT GROUP B - COMMERCIAL/OFFICE

TENANT SUITE 1M2@ - TOTAL OCCUPANT LOAD

TOTAL SQ. FT. =16 569

2012 NFFPA 1.2.1.2

BUSINESS:

404 SQ. F1./ 102 SQ. FT. PER PERSON = 147 PEOPLE
LARGE CONFERENCE:

5l SQ. FT/I15 SQ. FT. PER PERSON = 35 PEOPLE
CONFERENCE:

183 SQ. FT./15 SQ. FT. PER PERSON = 12 PEOFPLE
STORAGE:
1266 SQ. FT./502 SQ. FT. PER PERSON = 3 PEOFPLE

198 PEOPLE

NUMBER OF MEANS OF EGRESS

2012 NFPA 1.4.12

THE NUMBER OF MEANS OF EGRESS SHALL BE NO
LESS THAN 2.

CAPACITY OF MEANS OF EGRESS

2012 NFPA 39232

THE WIDTH OF CORRIDORS SHALL BE SUFFICIENT
FOR THE OCCUPANT LOAD SERVED BUT SHALL
NOT BE LESS THAN 44 INCHES

TENANT SUITE 777

2012 NFPA 1.3.31
198 PEOPLE x ©2 = 295"
336"< 44", MIN. WIDTH OF CORRIDORS=44"

OVER ALL DIAGONAL

DEAD END LIMIT

IBC 2212 12113

NO DEAD END CORRIDOR SHALL BE
MORE THAN 52 FT. IN LENGTH

SEPARATION OF EXITS

2012 NFPA 29252
EXITS MUST BE SEPARATED A MINIMUM

OF 4 OF THE LONGEST DIAGONAL.

TENANT SUITE Mo2

21'-4" /3 = T@'-&"
(COMPLIANT)

EXITS SIGNAGE
2012 NFPA 112.12

SHALL BE MARKED IN

2012 NFPA 2834

LISTED IN 2212
NFPA 28342 INITIATION

SEFPARATION OF EXITS = 1@3'-11"

THE REQUIRED FIRE ALARM SYSTEM
SHALL BE INITIATED BY ALL OF FOLLOUWING

OVERALL DIAGONAL DISTANCE = 21I'-4"

WHERE A MAIN ENTRANCE SERVES ALSO AS AN EXIT, IT
WILL UsSUALLY BE SUFFICIENTLY oBvIoUuS TO
OCCUPANTS SO THAT NO EXIT SIGN
1S NEEDED 2212 NFPA 11211 - MEANS OF EGRESS

ACCORDANCE WITH SECTION 1@ WHERE REQUIRED

REQUIRED FIRE ALARM STSTEM SHALL BE
PROVIDED IN ACCORDANCE WITH

FEC

EIRE EXTINGUISHER
CABINET

3

TOTAL T

NFPA 2212, 3926
REQUIRES TOTAL TRAVEL
DISTANCE TO BE NO MORE
THAN 2002'-2"

[STANC

COMMON PATH LIMIT
NFPA 2212, TABLE A&
REQUIRES COMMON FPATH
OF TRAVEL TO BE NO
GREATER THAN 122"

EIRE PROTECTION
2012 NFPA 27.4.1
ON PORTABLE FIRE EXTINGUISHERS

REQUIRED EXIT SIGN

MODIFICATIONS TO LIFE SAFETY SYSTEMS SHALL BE PERFORMED IN ACCORDANCE TO THE FOLLOWING CODES AND
REGULATIONS AS REQUIRED DUE TO CONSTRUCTION:

l. EMERGENCTY LIGHTING MODIFICATIONS SHALL BE PERFORMED IN ACCORDANCE TO IBC 2012.
2. HVYAC STYSTEM MODIFICATIONS SHALL BE PERFORMED IN ACCORDANCE WITH NFPA 121:92 2012.
3. SPRINKLER MODIFICATIONS SHALL BE PERFORMED IN ACCORDANCE WITH NFPA 12 2213,

4. FIRE ALARM AND DETECTION SYSTEM MODIFICATIONS SHALL BE PERFORMED IN ACCORDANCE WITH NFPA 12
2010, ADA-AG, AND IBC 2212.

5. SMOKE ALARM MODIFICATIONS SHALL BE PERFORMED IN ACCORDANCE TO NFPA 12 2010 NATIONAL FIRE
ALARM CODE.
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GENERAL NOTES

PROJECT DEMOLITION
KEY NOTES

PROJECT DEMOLITION
NOTES

DEMOLITION LEGEND

SHALL BE LEFT IN "BROOM CLEAN" CONDITION. ALL DEBRIS AND
CONSTRUCTION MATERIAL SHALL BE REMOVED IN ACCORDNACE WITH
BUILDING MANAGEMENT RULES AND REGULATIONS.

2. STORE BLDG. STD. ITEMS (DOORS, FRAMES, HARDWARE, CEILING TILE, 2
LIGHT FIXTURES, ETC.) THAT ARE TO BE REMOVED FOR REUSE IN NEW
CONSTRUCTION.  ANY ITEMS NOT USED ARE TO BE RETURNED TO BLDG.
MGR. OR DISPOSED OF AS DIRECTED BY BLDG. MGR.

4. IN PARTITIONS TO BE REMOVED, REMOVE AND CAP ALL OUTLETS,
SWITCHES, WIRES, THERMOSTATS, ETC. TO THEIR SOURCE.

5. CONTRACTOR |5 RESPONSIBLE FOR PATCHING AND REPAIRING ALL
DAMAGED CAUSED BY HIM OR HIS SUBCONTRACTORS TO EXISTING
CONSTRUCTION ON THE EXTERIOR OR IN TENANT SPACES. REFINISH TO
MATCH EXISTING ADJ. FINISH, OR AS NOTED HEREIN.

. GC.SHALL KEEP CONSTRUCTION AREA FREE OF DUST AND DEBRIS 1.
FOR THE DURATION OF CONSTRUCTION. DRAINS NOT BEING REUSED.
2. AT COMPLETION OF DEMOLITION WORK, THE CONSTRUCTION AREA 8.

©. NO EXIST. LIFE SAFETY ITEMS SHALL BE DAMAGED DURING
DEMOLITION OR CONSTRUCTION INCLUDING THE ASSOCIATED WIRING.
RELOCATION OF LIFE SAFETY ITEMS SHALL BE A FIRST PRIORITY. NO
ACTIVE SMOKE DETECTORS SHALL BE COVERED OR OTHERWISE
REMOVED OR USED FOR OTHER THAN ITS INTENDED PURPOSE.

REMOVE AND CAP SOURCE OF ALL PIPES, VENTS, APPLIANCES, OR

REUSE OR RELOCATE ALL ABOVE-CEILING DUCTWORK, DIFFUSERS,
GRILLES, SPRINKLER PIPES, OR OTHER EQUIPMENT, AS REQUIRED FOR
PROPER DISTRIBUTION WITH NEW LAYTOUT.

REUSE OR RELOCATE ALL BLDG. 5TD. INTERIOR DOORS AND
DOOR FRAMES TO ACCOMMODATE NEW LATOUT. RETURN ANY UNUSED
DOORS AND FRAMES TO BUILDING MANAGEMENT.

EEEEEREEREIEREE

REMOVE PHONE BOARD AND ALL ASSOCIATED WIRING.
PATCH WITH GTP BOARD AND PREP WALL FOR NEW PAINT,

REMOVE EXISTING VCT. PREFP FLOORS FOR NEW FINISH.

DEMO MILLUORK AND PLUMBING. REMOYE PLUMBING TO
SOURCE.

REMOVE HIGH-DENSITY FILE UNITS, CARPET, AND BASE.

REMOVE EXISTING FIRE EXTINGUISHER CABINET(S). REUSE
AT LOCATION(S) SHOWN ON SHEET Al

REMOVE ALL WOODEN MOLDING UNLESS OTHERWISE NOTED.

REMOVE EXISTING WALLCOVERING. PREP WALLS FOR NEW
PAINT.

REMOVE EXISTING WALLCOVERING. PREP WALLS FOR NEW
WALLCOVERING.

REMOVE EXISTING LOGO FROM GLAZING.

REMOVE BLOCKING AND DEVICES FROM WALL. PATCH WITH
GTP BOARD AND PREP FOR PAINT.

REMOVE ALL CERAMIC TILE. PREP BASE AND FLOORS FOR
NEW CERAMIC TILE.

REMOVE DOORBELL DEVICE AND ALL ASSOCIATED
WIRING.

REMOVE P. LAMINATE COUNTERTOP AND BASE CABINETS
TO REMAIN. SALVAGE SINK FOR REUSE.

. REMOVE ALL EXISTING FLOORING AND BASE UNLESS
OTHERWISE NOTED.

2. REMOVE EXISTING FABRIC DRAPERY. DRAPERY TRACK TO

REMAIN.

3. REMOVE ALL EXISTING WOOD BASE, CROWN MOLDING, AND

WOOD CHAIRRAIL UNLESS OTHERWISE NOTED.

NOTE: LEGEND 1S TYPICAL, SOME STMBOLS MAY NOT BE USED ON THIS PROJECT.

DEMO EXISTING PARTITION
[FECle———— FCEEB ﬁgweu\sum TO REMAIN
— ==
———————— DEMOLITION

f}‘—/- REVISION NUMBER
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/1 ARCHITECTURAL PLAN
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PROJECT ARCHITECTURAL | PROJECT ARCHITECTURAL
GENERAL NOTES KEY NOTES NOTES ARCHITECTURAL LEGEND

DO NOT SCALE DRAWNGS. ALWAYS USE THE WRITTEN DIMENSION. CONTRACTOR MUST
FIELD VERIFY ALL CONDITIONS AND NOTIFY THE ARCHITECT OF ANY DISCREPANCIES.

ALL DIMENSIONS FROM FACE OF GTP. BOARD TO FACE OF GTP. BOARD. 2.

ALL GTP. BD. PARTITIONS SHALL BE TAPED, BEDDED AND SANDED SMOOTH WITH NO
VISIBLE JOINTS. PATCH AND REPAIR SURFACES TO MATCH ADJACENT OR ADJOINING I
SURFACES AS REQUIRED. ALL SURFACES SHALL BE ALIGNED.

CEILING HEIGHT PARTITIONS SHALL BE INSTALLED TIGHT TO FINISHED CEILING, 12.

WITH NO JOINTS VARYING MORE THAN /8" OVER &'-2" AND NO JOINTS

GREATER THAN 3/l" UN.O.

ALL MILLWORK TO BE FASTENED TO THE PARTITION. PROVIDE BLOCKING FOR 14
ALL MILLWORK NOT SUPPORTED BY SLABS OR ABOVE 4'-2" H.

ALL DOORS SHALL HAVE I'-6" CLR MIN. ON STRIKE/PULL SIDE OF DOOR AND 5.

I'-@" ON PUSH SIDE.

SPRINKLERS TO BE RELOCATED AND REWORKED PER NFPA 12 AS REQUIRED 1&.
TO ACCOMMODATE PARTITION RELOCATION.

ALL FURNITURE AND FURNITURE MOVING TO BE BY THE TENANT.

EXIT IDENTIFICATION, EXIT DEVICES, SECURITY CONTROLS, AND RELATED STYSTEMS,
MATERIALS, AND DEVICES TO BE REWORKED TO COMPLY WITH APPLICABLE LIFE
SAFETY CODES.

CONTRACTOR TO COORDINATE THE REMOVAL AND RELOCATION OF EXISTING AND
NEW CARD READER LOCATIONS AS REQUIRED.

CONTRACTOR TO VERIFY THE INTEGRITY OF ALL EXISTING DEMISING PARTITIONS

THAT SHALL REMAIN IN PLACE. REPAIRS OR UPGRADES TO ENSURE SOUND PROCFING
SHALL ME MADE AS REQUIRED.

ALL APPLIANCES BY TENANT

ALL EXISTING WOOD MOLDINGS AND DOORS SHALL BE TOUCHED UP TO CONCEAL
MINOR SCRATCHES AND BLEMISHES.

PROVIDE NEW BLDG. STD. CARPET AND RUBBER BASE AND PAINT ALL AREAS UNLESS
OTHERUWISE NOTED.

PATCH, TAPE AND SAND WITH NO VISIBLE JONTS ALL GYPSUM BOARD WHERE
EXISTING POUER AND/OR DATA WAS REMOVED.

PATCH, TAPE AND SAND WITH NO VISIBLE JOINTS ANT DAMAGED GYPSUM BOARD AS
NECESSARTY.

PATCH, REPAIR AND FIRE CAULK ANY AREAS THAT ARE NECESSARY TO MAINTAIN
THE FIRE RATING OF ANY FIRE RATED PARTITIONS/SLABS WHERE NEW CONSTRUCTION
OCCURS.

PARTITION (FP-2). l.

INSTALL SALVAGED FIRE EXTINGUISHER CABINET(S) AT
LOCATIONS SHOUN. 2.

INSTALL NEW FIRE EXTINGUISHER CABINET(S) AT LOCATIONS
SHOUN.

4 PROVIDE AND INSTALL NEW MILLWORK AND PLUMBING AT
BREAK RM. | #115. REFER TO SHEET A22 FOR INTERIOR
ELEVATIONS. APPLIANCES BY TENANT.

PROVIDE AND INSTALL BLOCKING AS REQUIRED AT
CEILING FOR CEILING-MOUNTED DRAPERY TRACK. TRACK
PROVIDED BY GC.

PROVIDE AND INSTALL &2"W CASED OFPENING AT OFFICE
32 #1153,

DEMO UNUSED DEVICES AND BLANK COVER FPLATES FROM
WALLS. PATCH WITH GTP. BOARD. PREP FOR NEW PAINT.

PROVIDE AND INSTALL (2) NEW WATERLINES FOR
REFRIGERATOR AND COFFEE MAKER AT BREAK | #1I5.

REFURBISH FIBERGLASS SHOWER STALL TO "LIKE NEW"
APPEARANCE AT RR #156.

REPAIR EXISTING EXHAUST FAN TO WORKING ORDER AT RR)
#7156,

PROVIDE AND INSTALL (2) NEW WATERLINES FOR
REFRIGERATORS AND COFFEE MAKER AT BREAK 2 #137.

PROVIDE BLOCKING AT CEILING IN LARGE CONFERENCE
#1517 FOR CEILING-MOUNTED PROJECTOR AND MOTORIZED
PROJECTION SCREEN. COORDINATE EXACT LOCATION WITH
TENANT.

ALL PARTITION TYPES ARE P-1 UNLESS NOTED OTHERUWISE.

GC TO REWORK HVAC, SPRINKLERS, FIRE ALARM
EQUIPMENT, ETC. AS REQUIRED DUE TO CONSTRUCTION.

TENANT ROOM NAME
TENANT ROOM NUMBER

DOOR TYPE
HARDWARE TYPE
DOOR CLOSER (IF USED)

FIRE EXTINGUISHER
CABINET

ELEVATION NO.

SHEET NO.

ELEVATION NOS.
SHEET NO.

EXISTING PARTITION
TO REMAN

NEW BUILDING STANDARD
PARTITION

EXISTING BLDG. STD. DEMISING
PARTITION

NEW BLDG. STD. DEMISING
PARTITION

DEMOLITION

ﬁ<—/— REVISION NUMBER

p— — —
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. GENERAL CONTRACTOR SHALL COORDINATE CEILING WORK WITH ALL 5. GENERAL CONTRACTOR SHALL REPAIR OR REFPLACE ANY AND ALL PROVIDE AND INSTALL BLOCKING AS REQUIRED AT e[ F =3 Devo 2x4 FLUORESCENT LIGHT DEMO EXIT 8GN {l[} NEW PENDANT LIGHT
TRADES. ABOVE CEILING WORK SHALL BE KEPT TO A MINIMUM AND CEILING TILES AND GRID REMOVED OR DAMAGED TO FACILITATE CEILING FOR CEILING-MOUNTED DRAPERY TRACK. TRACK RS Ne SNCESER AR (P 2 X sED Te RETAN. [ 3, PN
U S o o Ao A e E SR O E cElEhG PLENUT STSTENS FROVIDED BT o | [ ]| ExISTING 2x4 FLUORESCENT LIGHT Q EXISTING EXIT SIGN DEMO RECESSED EYEBALL LIGHT
WILL NOT OCCUR. THE GENERAL CONTRACTOR SHALL BE ¢
RESPONSIBLE FOR ALL CEILING WORK AND TILE REPLACEMENT O DAMACED CEILNG TILES FOR A T IE NED ASEARANCE. GENERAL PROVIDE BLOCKING AT CELING AT LASGE CONFERENCE 151 2. GC TO REWORK LIGHTING AS SHOUN. ED
INCLUDING THE WORK PERFORMED BY OUTSIDE CONTRACTORS SUCH : -
i COniEe AT ComNE ot ConeEs > e e | B emen., D, revorsa 9, oo Recessep eremaL Lo
- / : ’ - ISSUED SET 03-20-15
2 GENERAL CONTRACTOR SHALL REFER TO THE REFLECTED CEILING AND NEW CEILING TILES. REMOVE (2) EXISTING CHANDELIER FIXTURES. RETURN TO TENANT. i AT LOCATIONS WLERE SEPARATE SUITES ARE JONIN E 3 DEMO 2X2 FLUORESCENT LIGHT D, NEWDIRECTIONAL EXIT SlGN {EN NEW RECESSED EYEBALL LIGHT TENANT REVIEW 034515
SLAN FOR LOCATION OF L (GHT FIXTURES ONLT. THE GENERAL 1. EXISTING LIGHT FIXTURES ARE TO BE REUSED. RE-LAMP FIXTURES AS PROVIDE AND INSTALL (4) NEL SECESSED DOUNLIGHTS AT LARGE e R e S e aei s R o Eone TR o e N TENANT REVIEW
REQUIRED TO BUILDING STANDARD BULBS. COORDINATE FIXTURE CONFERENC . CH EXISTING RECESSED FIXTURES. | ' POWER 03-03-15
TRADES (ARCHITECTURAL ELECTRICAL AND MECHANICAL ) BEFORE DEFICIT, SURPLUS AND RETRORIT WITH BUILDING ENGINEER. TO INSTALL 2" FLUSH GYP. SOFFIT TRANSITION AS NEEDED. D EXISTING 2X2 FLUORESCENT LIGHT —\r =D DEMO RECESSED LIGHT 5D DEMO WALL MOUNTED LIGHT
%?EM ZEE:CH[ESCQOPRRK\/OARN ?ODSLCA%EéNMCAESRS\x%RBDEE§§PORTED © 5. RELOCATE EXISTING SPRINKLER HEADS IN ACCORDANCE <] NEWOR RELOCATED STIN SSED LIGHT S STING WALL MOUNTED LIGHT PROJECT NO DRAWN &Y
: WITH APPLICABLE CODES AS REQUIRED TO COORDINATE 22 FLUORESCENT LIGHT R TXISTING RECESSED LiG EXISTING WALL MOUNTED LG ' SKP
s LIGHT FIXTURES, ExXIT SIGNG, SESINKLESS AND OTLER CEILING 8. EMERGENCY LIGHTING SHALL BE PROVIDED FOR MEANS OF EGRESS UITH ENU CONSTRUCTION. c424
. ) / ACCORDING TO IBC 2212. BEA
TILE OR 2X2 SPACE UNO. . . RE-
FIXTURES AS REQUIRED TO BUILDING STANDARD BULBS. ¢
EXISTING RETURN AIR GRILLE NEW WATERPROOF LIGHT () DEMO SPEAKER
4. NOTIFT ARCHITECT OF ANY CONFLICTS OF LIGHT FIXTURE LOCATIONS COORDINATE FIXTURE DEFICIT/ SURPLUS AND RETROFIT WITH wP 5D
PRIOR TO FRAMING. BUILDING ENGINEER. 1
—\r . DEMO PENDANT LIGHT @ EXISTING SPEAKER
[ |
{? EXISTING PENDANT LIGHT NOTE: LEGEND 1S TYPICAL. SOME STMBOLS SHEET 5 OF o
P MAY NOT BE USED ON THIS PROJECT.
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PROVIDE BLOCKING FOR ALL WALL CABINETS & C_) Zf 8
3I_@II 3I_@II 3I_@II ‘g E § §)
L CEILING 0 ¥
|_
< P
i
€A3> (A3>> .
<
DED % =
ADJUSTABLE
OUTLET | — 5
6Q"AFF. [ f/ SHELVING O
) woe
=l A~ PLAM wALL > g
WATER - 1 1 |1~ CABINETS > £8
LINEFOR Y MICRO. T (PL-1) z E;
= NIC. - - E
ICE MAKER 3 BLDG.[5TD. O <32
\ ADA S|NK 3
REF/ FREEZER AND APA §
N MICRO. 1 [ - _— PLAM. COUNTERTOP
NiC. F SHELF | /" FAUCE S| AT ¢ BackePLASH
(PL-2)
DED — = : = : T —
OUTLET | PLAM BASE
1 TS 1 CABINETS
T i H_——7 . (PL-1)
I = Q
— 2
~— ADJUSTABLE
SHELVING
INTEGRAL BASE
FEUBBER—/ - -
BASE 4!_@" 3!_@" 3I_@II 3I_@II

m ELEVATION: BREAK RM. 1 #1715
\@9 SCALE: 1/2" = 1'-0”

i

L4

-0 3/4" PLYWOOD TOP W/ PLASTIC g 3/4" PLYWOOD TOP W/ PLASTIC
/ LAMINATE EXTERIOR SCRIBE TO WALL. / LAMNATE EXTERIOR SCRIBE TO WALL.
N —‘/é N
i i /4" PLYWOOD CABINET BACK ON i i /4" PLYWOOD CABINET BACK ON
;/: 3/4" WOOD CLEATS, - - 3/4" WOOD CLEATS,
i i ADJ. SHELVES ON 8IDE MOUNTED - i ADJ. SHELVES ON SIDE MOUNTED
i STANDARDS AND BRACKETS, i i STANDARDS AND BRACKETS.
= =7 = =
i i PLASTIC LAMINATE ON ALL EXPOSED AREAS. - i PLASTIC LAMINATE ON ALL EXPOSED AREAS.
- i - CONCEALED HINGES ON ALL DOORS, - i i CONCEALED HINGES ON ALL DOORS.
i i CABINET INTERIOR TO BE WHITE MELAMINE - i g CABINET INTERIOR TO BE WHITE MELAMINE
— I OR CLEAR FINISH ON WOOD. i I OR CLEAR FINISH ON WOOD.
= = PLYWOOD CABINET BOTTOM W/ PLASTIC - - PLYWOOD CABINET BOTTOM W/ PLASTIC
i il LAMINATE AND HARDUOOD DOOR STOP. - i LAMINATE AND HARDWOOD DOCR STOP. N
i g - g I =
i /f ] 3" WIRE PULLS (BLDG. 8TD. FINISH D /f T 3" WIRE PULLS (BLDG. STD. FINISH <C E‘
. POLISHED CHROME) . POLISHED CROME) =1 N
I 5 I a
x| A5 Z
g =E O <
= 2 o B4
NOTE: PROVIDE WALL BLOCKING NOTE: PROVIDE AL BLOCKING =52 Ew
% AS NECESSARY % A% NECESSART BUILDING STANDARD ADA = o~ 0=z
o ) COMPLIANT FAUCET a iz <
pd < W
< M = CAPA
PLASTIC LAMINATE COUNTERTOP PLASTIC LAMNATE COUNTERTOP Z R o
N AND 4' BACKSPLASH, / AND 4' BACKSPLASH, 2 — >0
_qn 20 m D O ;
> an S gz
5% DRAIER W/ HARDWOOD BACK AND SIDES. . - > = >
/ MOUNT DRAWER ON ACCURIDE GUIDES, = ol lsnl=
— = e — RN
/ | —— BUILDING STANDARD ADA o A
3" WIRE PULLS (FINISH POLISHED CHROME) - COMPLIANT SINK Ol —
L/ o
- APRON Ll
] NG z
- a PLYWOOD DIVIDER WITH PLYWOOD INSULATE DRAIN PIPE AND HOT =
i i ] DRAUER &TOP. WATER LINE
_ - - ON 3/4* WoCD CLEATS. ) 4" PLYWOOD CABINET BACK
g © n
- - ° PLASTIC LAMINATE AT ALL EXPOSED AREAS. 'E g ON 3/47LooD CLEATS.
B B < z 8II
= —7] FULLY CONCEALED DOOR HINGES. ; é DA PLASTIC LAMINATE AT ALL EXPOSED AREAS.
o o (i
- \-< O | CLEARANCE FULLY CONCEALED DOOR HINGES.
- - ADJ. SHELF ON SIDE MOUNT
- ° BRACKETS AND STANDARDS. ISSUED SET 03-20-15
i i PLYWOOD CABINET BOTTOM. CABINET INTERIOR w
o =) TENANT REVIEW _ 03-13-15
i g TO BE UHITE MELAMINE OR CLEAR S) T
= = Z FINISH ON WOOD. »| &8 b POWER "W 030315
'<
w
>< >< WOOD BASE WITH PLASTIC LAMINATE (MATCH o WOOD INTEGRAL KICK WITH PLASTIC LAMINATE (MATCH SROJECTING SRR
/\ CABINET LAMINATE) . | CABINET LAMINATE) ' |_SKP__|
/\ 5 4 2 4 CHEBCEEDA BY
SCHEDULED FLOOR FINISH SCHEDULED FLOOR FINISH
II_2|I
ADA
CLEARANCE A3 O
2\ MILLWORK DETAILS 75\ MILLWORK DETAILS
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STANDARD PARTITIONS

STANDARD DOOR TYPES

HARDWARE SCHEDULE

FIELD VERIFY

0
A

1

BUILDING STANDARD ACOUSTICAL
SUSPENDED CEILING SYSTEM.

NEOPRENE ACOUSTICAL GASKET

CONT. METAL HEAD TRACK
SCREWED TO CEILING
SUSPENSION SYSTEM.

STD. J-MOULD"' TAPE ¢ FLOAT

TYPICAL

ONE LATER OF 5/8" GYPSUM
BOARD EACH SIDE.

2 1/2" METAL STUDS AT 2'-@" OC.
(SEE BLDG. &TD'S. FOR STUD SIZE)

SCHEDULED BASE

CONTINUOUS METAL FLOOR TRACK
FASTEN TO TOFP OF SLAB.

SCHEDULED FLOOR FINISH.

71\ BUILDING STANDARD PARTITION

\&9 SCALE: 3"=1'-0"

DIM  FIELD VERIFY

—

NOTE:

SEE MECHANICAL FOR
RETURN AIR TRAN SFPEC.
DETAILS ABOVE SUSP.
CEILING.

CONCRETE STRUCTURE ABOVE

SEALANT AS REQ'D.

CONT. METAL STUD TRACK
FASTEN TO UNDERSIDE OF SLAB

ONE LATER 5/8" GYPSUM
BOARD, ONE SIDE

FULL HEIGHT METAL
STUDS AT 2'-@" O.C. SOUND
ATTENUATION BLANKET

CONT. PERIMETER CEILING ANGLE

BUILDING STANDARD ACOUSTICAL
SUSFPENDED CEILING STSTEM

ONE LAYTER 5/8" QUIETROCK,
ONE SIDE

SCHEDULED BASE

CONTINUOUS METAL FLOOR TRACK
FASTEN TO TOP OF SLAB.

SCHEDULED FLOOR FINISH.

CONCRETE FLOOR SLAB.

NOTE: THIS 1S NOT A FIRE RATED PARTITION. OFPENINGS ABOVE THE CEILING
SHALL BE ALLOUWED AS NEEDED FOR AIRFLOW IN THE PLENUM SPACE.

72\ BLDG. STD. FULL HEIGHT DEMISING PARTITION

\&9 SCALE: 3"=1'-0"

De

&2

Q

TP.

| .

FIELD VERIFY
BUILDING STD.

YN
49 TYP,

NEW OR RELOCATED

BLDG. STD. SOLID CORE DOOR
BLDG. STD. FINISH WITH BLDG.
STD. FRAME TO MATCH EXIST.
(ANODIZED ALUMINUM)

FACTORY FINISHED 3 HINGED
PRE-FIT, BEVELED AND
PRE-MACHINED

3"@"

®

ATY TYP.

FIELD VERIFY

_

£\

BUILDING STD.

¥49 1vp,

NEW OR RELOCATED
BLDG. 5TD. SOLID CORE
CORRIDOR ENTRY DOOR

STD. FRAME TO MATCH EXIST.
FACTORY FINISHED 3 HINGED

PRE-FIT, BEVELED AND
PRE-MACHINED

3|_@II

®

BLDG. STD. FINISH WITH BLDG.

AT TYP.

PN

¥4g tvp.,
EXISTING TO REMAIN

FIELD VERIFY
BUILDING oTD.

3-0" @

NOTE: "C" INDICATES USE OF BUILDING STANDARD CLOSER

SET NO. |

SET NO. 2

BLDG. STD. PASSAGE SET
FLOOR MOUNTED DOOR STOP
SILENCERS

BLDG. STD. LOCKSET
FLOOR MOUNTED DOOR STOP
SILENCERS

SET NO. 2 SET NO. 4
BLDG. STD. LOCKSET EXISTING TO REMAN
180" HINGE

FLOOR MOUNTED DOOR STOP
SILENCERS

INTERIORS
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C

TYPICAL MOUNTING HEIGHTS

HANDLE ON FIRE
EXTINGUISHER
INSIDE CABINET

bl_sll

4'-0"

FIRE STROBE[

|-

THERMOSTAT

g

=]

WALL PHONE

Q
SWITCH
i

|-

¥

T

4|_bll

3|_8II
O
<
5
-
m
X

73\ TYPICAL MOUNTING HEIGHTS

\@9 SCALE: 1/2"=1"-0"

DETAILS STANDARD DOOR TYPES

FIRE EXTINGUISHER

HANGER WIRE SUPPORT
W FROM STRUCT, ABOVE

{
)]

TR TR ATTA - AcoueT. SUSPENDED cLe.

BLDG. STD. | 2/4" DR

= TILES (LAY -IN)
LlJ_L ACOUSTICAL SEALANT
I ‘ MTL. FR.

7\ HEAD DETAIL

\&9 SCALE: 3"=1"-0"

2 172" MTL. STUDS =
24" OC.

5/8" GYP. BD. EA SIDE

2 172" MTL. sTUDS
BACK TO BACK

JAMB ANCHOR CLIPS
FASTEN TO MTL STUDS

PAINTED HOLLOW MTL. FR.

BLDG. STD. | 2/4" WD. DR

/2 JAMB DETAIL

W SCALE: 3"=1"-0"

FIRE EXTINGUISHER:
LARSEN MDL. MP-5 UL RATED
MODEL NO. 2A 1@ B/C,5 LB.

" NOT TO 8CALE

2'-

NOTE:

CONTRACTOR TO VERIFY LOCATION OF FIRE
EXTINGUISHER CABINET WITH PARTITION
TYPE. IF THE PARTITION IS FIRE RATED THE
FIRE EXTINGUISHER CABINET MUST BE FIRE
RATED TO COMPLY WITH THE RATING OF
THAT FIRE RATED PARTITION. [F THE FIRE
EXTINGUISHER CABINET 1S UNABLE TO BE
INSTALLED IN THE PARTITION AS SHOUN
CONTACT THE ARCHITECT BEFORE
ORPERING THE FIRE EXTINGUISHER CABINET

FIRE EXTINGUISHER

H /( AND FIRE EXTINGUISHER.

CABINET SHALL BE LARSEN'S

" AFF.

VE

ARCHITECTURAL SERIES MODEL
NO. 2423-R3 WITH VERTICAL

DUO DOOR STYLE. SEMI-
RECESSED STYLE WITH FACTORY
APPLIED WHITE ENAMEL FINISH
LETTERED DECALS AS SHOUN.

&\ TYPICAL FIRE EXTINGUISHER CABINET

\&9 SCALE: N.T.S.
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ed _ pzzzzzzzzzzzd W77zl 7777

L EXISTING WOOD FLOOR;
BASE, AND MOLDING
TO REMAIN.

i
g ‘
' TO REMAIN \

" EXIST. MILLWORK

o AND PLUMBING
I TO REMAIN Pl

it
LI o T O T N I N T T T T T T
R ORI MATCH EXISTNG AT A 1 PN FINISH SCHEDULE
e e EXIST. VCT AND |[ 1,1, 10, 00 0 el el el T T T
P Q CONDITIONS / O T AN I O O R | R UL RN
—————— p— 7 — R T T T T T T T T T | T TR e T e R TR R « OFE GENERAL NOTES 4 SPECS
HHHHHH"HHHHHHH"HHHHH‘H ! HHHHH‘“‘HHHHHHHHH ROOM
MECHANICAL ROOM = = WOMEN'S FREIGHT || | STAIR | N R SR TR SR NO. RooM FLooR BASE NoeTH | south | EasT WEST REMARSS
EL: v ELE v YEST ] VEST 13 m é oo | PuBLIC cORRIDOR C-| B- N/A N/A N/A N/A
. - 7& "ol PUBLIC CORRIDOR C-| B- N/A N/A N/A N/A
b O —1 — — 122 CUBICLE AREA | C-I B- P-2 P-2 P-2 P-2
‘ RIZE OFFICE | C-| B- P-2 P-2 P-2 -2
STAIR 2 voren O Sl nes | oFFIcE 2 c-| B-| P2 | P2 | P2 | P
\_ = v LOW-RISE 1 eley O FRE|GHT / o5 OFFICE 3 C- B-| P-2 P-2 P-2 P-2
7‘& c ELEVATOR N ELEV noe | FILE =M. | c-3 B-3 P-2 P-2 P-2 P-2
- Losey — || non | corRrIDOR | C-2 B-2 P2 | P2 | P2 | P-2
:1 S ee OFFICE 4 c-2 B-2 P-2 P-2 P-2 -2
1239 OFFICE 5 c-2 B-2 P2 P-2 P-2 P-2
MEN I | E Rz OFFICE & c-2 B5-2 P-2 -2 P-2 -2
711 OFFICE 1 c-2 B-2 P-2 P-2 P-2 P-2
— Efv Efv " | ELECTRICAL 712 OFFICE & C-2 B-2 P-2 P2 P2 )
@( O O - - ROOM 13 CUBICLE AREA 2 c-2 B-2 P-2 P-2 P-2 P-2
gl ,g/ % 1714 FILE RM. 2 C-l B-1.B-4 P-2 P-2 P-2 P2 |B-4 AT NEW CONST.
o 15 BREAK RM. | T- B-2 P-2 P-2 P-2 P-2 | SEMI-GLOSS PAINT
\ W 6 CUBICLE AREA 3 c-2 B-2 P2 P-2 P-2 )
NO WORK i mmm 1717 OFFICE 9 C-2 B-2 P-2 P-2 P-2 P-2
\ S W T8 OFFICE 10 c-2 B-2 P-2 P-2 P-2 -2
HHHHHHHHHH ) =z I 719 OFFICE || c-2 B-2 P2 .2 P2 .2
e N ng [] — T 2o | orFice i c-2 s2 | e [ eo [ e [ eo
E========Z I N 0 | I | N N 95— ——— — w ot 1721 FILE RM. 3 -1 B-2 P2 -2 P-2 .2
ettt W 22 | copr | c-2 B-2 P-2 P-2 P-2 P-2
e NO WORK [ 1123 OFFICE 13 c-2 B-2 P-2 P-2 P-2 P-2
F===2=2222 NIC. "y 24 | OFFICE 14 C-2 B-2 P-2 P-2 ) P2
ECCCoZooss . e 125 | oFFicE 5 c-2 52 | P2 | P2 | P2 | P
Co oo oo oo = D |ﬂ| |ﬂ| |: :\‘ 126 OFFICE 16 c-2 B-2 P-2 P2 P-2 P2
C ettt NO WORK o 1727 OFFICE 11 C-2 B-2 P-2 P-2 P-2 P-2
i == =(ee- == Nl I o 1128 CORRIDOR 2 C-2 B-2 P-2 P-2 P-2 P-2
N oo CCCooos e " 125 | OFFICE I8 C-2 B-2 P2 | P2 | P2 | P2
HHHHHHHHHH = :\: 120 | OFFICE Io c-2 B-2 P-2 ) -2 P2
T 73] CUBICLE AREA 4 c-2 B-2 P-2 -2 P-2 P-2
NO WORK " 1732 COPY 2 c-2 B-2 P-2 P-2 P-2 P-2
NIC. :\: 133 OFFICE 20 c-2 B-2 P-2 P-2 P-2 P-2
' ] W 1134 FILE RM. 4 EXISTING ExISTING | P-2 P-2 P-2 P-2
@ NORS 125 OFFICE 2| c-2 B-2 P2 -2 P-2 P-2
| | JED T 126 OFFICE 22 C-2 -2 -2 P-2 P-2 P-2
:ﬂ/ D D D D |] |] D D REX BREAK RM. 2 EXISTING ExisTNG | P-2 P-2 P-2 P2 | sEMI-GLOSS PAINT
= 738 OFFICE 23 c-2 ) P2 -2 P-2 P-2
1139 OFFICE 24 C-2 B-2 P-2 P-2 P-2 P-2
140 OFFICE 25 c-2 B-2 P-2 -2 P-2 P-2
NO WORK. 174 OFFICE 2o C-2 B-2 P-2 P-2 P-2 P-2
, 1742 OFFICE 27 c-2 B-2 P-2 P-2 P-2 P-2
|—|/ 142 | oFfICE 28 c-2 B-2 - = P-| P-|
I 7/ ), ——/ ) 1/ R ) — 1 — ) ) i / | — 744 CUBICLE AREA 5 c-2 =-2 P2 P2 P2 P2
745 COPY 3 c-2 B-2 P-2 P-2 P-2 -2
146 FILE RM. 5 T- B-2 P-2 -2 P-2 P-2
1747 OFFICE 29 c-2 B-2 P P-] P P-]
748 FILE RM. & T-1 B-2 -] P-] P-| P-|
743 CORRIDOR 3 c-2 B-2 P P-] P P-]
150 CONFERENCE c-2 B-2 P-| P-] P-| P-]
75| OFFICE 30 c-2 B-2 o P-] P-| P-|
PLAN 1752 OFFICE 3| c-2 B-2 P-| P P-| P
NORTH 153 OFFICE 32 c-2 B-2 P-| P-| P P
m F:[N:[SH PLAN m 1754 COPY 4 cC-2 B-2 =N = =N =
. 1155 OFFICE 33 c-2 B-] P-l P-l e P-1
@ SCALE: 1/8"=1'0" \_IJ 156 RR CT-| CT-2 P-| P-| P-| P-|
1757 LARGE CONFERENCE C-I B- N/A N/A N/A N/A
GENERAL FINISH NOTES FINISHES
. MATCH EXISTING TEXTURE ON ALL PAINTED SURFACES. NOTE: ALL FINISH SAMPLES MUST BE APPROVED BEFORE INSTALLATION.
2. CONTRACTOR SHALL CLEAN, FILL AND LEVEL FLOOR PRIOR TO INSTALLATION OF ALL FLOOR COVERING. FLOORING BASE WALLS MILLWORK
2. CONTRACTOR SHALL REMOVE ALL SWITCH PLATES AND OUTLET PLATES, ALL SURFACE HARDWARE ETC. PRIOR TO C-1 EXISTING TO REMAN cT-l  CcERAMIC TILE B-1  EXISTING TO REMAIN WC  VINTL WALLCOVERING
PAINTING. HE SHALL REMOVE ALL PAINT FROM WHERE IT HAS SPILLED, SPLASHED OR SPATTERED ON SURFACES. DALTILE MDC PL-1  PLASTIC LAMINATE
C-2 CARPET EABRIQUE B-2 ~UBBER BASE STYLE: ADDISON WILSONART
4. CONTRACTOR TO PATCH AND REPAIR CEILING AND FLOOR WHERE AFFECTED BY DEMOLITION/ CONSTRUCTION. THIS SHAW CONTRACT oL om. SOLEIL LINEN Post ROPPE COLOR: CAFE MDD482)] 4846 -60 MORRO ZEPHTR
INCLUDES, BUT 18 NOT LIMITED TO PATCHING SCREW HOLES IN CEILING GRID. STYLE NAME/NO: DIVIDE 54065 POl IeE) VINTL BASE EINISH: MATTE
COLOR NAME/NO: SWEETGRASS 65300 N COLOR D BROUN = PAINT
5. UNDERSIDE OF SOFFITS (WHERE OCCURS) TO RECEIVE A FINISH TO MATCH CEILING UN.O. oo L I STAND ARD TOE CONTINUOUS COIL GOODS SHERWIN WILL LAMS Bl .2 PLASTIC LAMINATE
C-3 CARPET COLOR: sWel@g LATTE WILSONART
6. CONTRACTOR RESPONSIBLE FOR ALLOWING DELIVERY LEAD TIMES ON ALL FINISHES WITHIN THE CONSTRUCTION LA CONTRACT cT.0 CERAMIC TILE 5-3 RUBBER BASE EINISH.EGEEHEL L 488538 GREEN SOAPSTONE
SCHEDULE. ALL DELIVERY TIMES MUST BE CONFIRMED AND ANY EXCESSIVE LEAD TIMES BROUGHT TO THE STYLE NAME/NG: EVOLUTION 52913 SALTILE S OPRE o FINE VELVET TExTuRE
ARCHITECT'S ATTENTION. COLOR NAME/NO: BARE NECESSITIES 13150 FABRIQUE VINTL BASE -2 :ﬁéng UILLIAMS
COLOR: SOLEIL LINEN P&&1 COLOR: 0@ BLACK
1. PAINT I8 DEFINED AS ONE PRIMER COAT AND 2 FINISH COATS. POl IeHED) 2 ' STANDARD TOE CONTINUOUS COIL gﬁéﬁfézgsﬂgimw BEIGE
8. APPLY FABRIC WALLCOVERING S0 WALL IS DIVIDED WITH A MIN. NUMBER OF SEAMS, AND WITH EQUAL WIDTH PANELS. b GOODS NOTE: PROVIDE SEMI-GLOSS PAINT AT
UN.O. B-4 SALVAGED RUBBER BASE BREAK RM. | #7115 AND BREAK RM. 2 #1371
9. ALL INTERSECTIONS OF FLOOR FINISH MATERIALS SHALL BE LOCATED DIRECTLY UNDER CENTER OF DOOR, WHERE T-1 vCT
OCCURS UNO. MANNINGTON COMMERCIAL
ESSENTIALS
I©. CONTRACTOR TO SUBMIT SEAMING DIAGRAM TO ARCHITECT FOR LARGE PROJECTS, OR WHERE THE CHANGING OF COLOR: ALMOND BUFF 161
PATTERN DIRECTION MUST OCCUR DUE TO BLDG. SHAPE. SIZE: 12"XI2"
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/TN POWER PLAN

PLAN
NORTH

\& /" cae. 1/8"= 1'-0”

N

s —" ) )

)

E A
B e i : Tl || Csimvers @
B
OFFICE 26 % OFFICE 5 | OFFICE 24 G OFFICE23 8|  OFICEn &l  OFFICE2l ©5|  OFFICE 20 B OFFICE 13 i OFFICE I OFFICE 16 OFFICE 15 orricer HF omced -
(42> GEEY GEE I Ea QD 125> OFFICE 10
b N OrriCE &
% EX. TO REMAIN EX. TO REMAIN EX. TO REMAIN EX. TO REMAIN||EX. TO REMA% EX. TO REMAIN EX. TO REMAIN EX. TO REMAIN || EX. TO REMAIN|| EX. TO REMAIN EX. TO REMAIN EX. TO REMAIN
/ NO WORK " O WOoRK NO WORK NN NO Wo NO WGRK O WoRK NO WORK O WORK O WOoRK NO WORK NO WORK NO WORK
- D D f
gt = | ¥ e g & e
3 B X CORRIDOR 2 3%
& b
. i D
— *@,f* —x3 AM i)
B BREAK RM. 2 < N5 SN NR N
BFO D B @Ig LON CUBICLE AREA 4 cONR CLE =3 iz
CUBICLE AREA 5 ~ FILE R 4 i GED = | oEEe .@’@* D Ny o%% 3
; (D B¢ N D q
m-p %ﬁ, & NIEES o= =N NS d&) | 723 CUBICLE AREA 3 R
| B 54" COPY 2 : EX. TO REMAN p7
o e | DD /W
“29r 5 R OFFICE 13 N | NO WORK
COPY 3 VEND VEND REF  REF ” . (R IAIVIVIOVY | %\IN
I NR 7 s
Hg) H> . | L ) 4 D;E) @ @ GELUGEIG \% @ |
D DED DED DED G;P ‘ N
PUBLIC CORRIDOR | HL.mE ST
| @ ) T100> | T Ogi% 8
. . . =D N
/ / ] - EX. TO REMAIN
%Fﬂcg 22 | FILES r%be %—J;‘ \g{ //{///{ = %Jd el g ho WoRs
o T4s MECHANICAL ROOM WOMEN'S FREIGHT STAIR |
N Efv Etfv VEST ] VEST |3 _
| A N, . OFFICE 1
S R—— N R
e FILE &M, & ] b o CUBICLE AREA 2 EX. TO REMAIN
" \ ' STﬂR ’ LOU-RISE i WOMEN O — 13> NO WORK.
| ELEV ELEVATOR ELEV O FREIGHT f NBREAK =
@ 7A\é 5 i LOBBY | & —— ELEv L] LGED, <N
OFFICE 31 § 0 D SONREF =N OFFICE &
D v Co
e e MEN | | = — NN NN EX. TO REMAIN
O CONFERENCE ELEv ELEV — NO WORK
- 4 5 i | ELECTRICAL
| |’ L | ROOM
NN Ul=l=| QO - ,_/ G OFFICE 4
) N N— =
T L /gl ——7 oo —
S PUBLIC CORRIDOR \ N '
/ . N OFFICE &
- 0 " NO WORK. -
L N.I.C. ]
N OFF ) v (] N— Ex. TO REMAN
g e I O 1 e 1 [ — " ——— |
Y
1B NO WORK \
4" N.I.C.
4" ' _ NO WORK
CUBICLE AREA | ; = ] 0] ] [ ] ¥ NIC.
T
* NO WORK 0%
NIC. [ Eo V4
[ Q
% I E8 O
= | &t ABOVE
NO WorRK I N ﬂ
NIC. l
. Eo
E7
m TARGE CONFERENCE
.
OFFICE 3 OFFICE 2 :ﬂ/ _ D Q L I w D
EX. TO REMAIN Ex TO REMAIN OFFICE |
NO WORK NO WORK. NO WORK
y Ex. TO REMAIN e -
/7 |

PROJECT ELECTRICAL
KEY NOTES

T [E]

[
"

&) (8]
Qr

i
-

TENANT.

TENANT.

PROVIDE AND INSTALL JUNCTION BOXES FOR POWER AND
DATA. GC TO MAKE HARDWIRE CONNECTION TO FURNITURE.

INSTALL POWER POLE AT CUBICLE AREA 5 #744. POUER
POLE PROVIDED BY FURNITURE VENDOR. GC TO RUN
POUWER TO POLE.

DEMO DATA AND POWER OUTLETS AS SHOUN. DEMO
BLANK COVERPLATES. PATCH HOLES WITH GYP BOARD.
PREP WALLS FOR PAINT.

E4| GC TO VERIFY DEDICATED POUWER OUTLET AT FILE ROOM |
H1oe. PROVIDE AND INSTALL DEDICATED POWER OUTLET
AS REQUIRED.

REPAIR EXHAUST FAN TO WORKING ORDER AT RR #15e.

PROVIDE BLOCKING AT CEILING N LARGE CONFERENCE

AT5T FOR CEILING-MOUNTED PROJECTOR AND PROJECTION
SCREEN. COORDINATE EXACT LOCATION WITH TENANT.

PROVIDE AND INSTALL OUTLET/HDMI DATA IN CEILING
FOR CEILING-MOUNTED PROJECTOR AT LARGE
CONFERENCE #7151. COORDINATE EXACT LOCATION WITH

ES PROVIDE AND INSTALL POWER ABOVE CEILING FOR
MOTORIZED PROJECTOR SCREEN AT LARGE
CONFERENCE #757. COORDINATE EXACT LOCATION WITH
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GENERAL NOTES

SHEET NOTES

ELECTRICAL LEGEND

SURVETY FIELD CONDITIONS AND NOTIFY ARCHITECT OF ANY
DISCREPANCIES BEFORE PROCEEDING WITH WORK. CONTRACTOR
RESPONSIBLE FOR REMEDIES TO EXISTING ELECTRICAL CODE

VIOLATIONS.

THE WIRING LATOUT AND INSTALLATIONS SHALL BE IN COMPLIANCE
WITH ALL LAWS APPLICABLE AND ENFORCED BY GOVERNING

AUTHORITIES.

OUTLETS SHOW BACK TO BACK ON PARTITIONS SHALL BE OFFSET I'-@"

MAX.

FURNITURE, IF SHOWN 1S FOR REFERENCE ONLY AND 1S NOT IN

CONTRACT, UNO.

ALL EXISTING AND NEW FLOOR SLAB PENETRATIONS FOR CONDUIT OR
PLUMBING LINES SHALL BE FULLY PACKED ¢ SEALED IN ACCORDANCE

WITH THE APPLICABLE BUILDING AND FIRE CODES.

OUTLET AND SWITCH COYERPLATES TO BE PROVIDED IN FINISH AND

STYLE TO MATCH EXISTING.

AFTER ALL PAINTING AND OR WALLCOVERING IS COMPLETED.

INSTALLATION OF COVERPLATES TO BE Il.

CONTRACTOR RESPONSIBLE FOR THE FINAL ELECTRICAL CONNECTIONS
AND CONTINUITY CHECK OF ALL OFPEN OFFICE FURNITURE. TENANT WILL
PROVIDE FURNITURE WHIPS WHERE REQUIRED. CONTRACTOR WILL
INSTALL.

CONTRACTOR SHALL CONFIRM MANUF. ELECTRICAL REQUIREMENTS, FOR
ALL APPLIANCES AND EQUIPMENT SPECIFIED. IF ELECTRICAL
REQUIREMENTS CONTAINED IN THE CONTRACT DOCUMENTS ARE IN
CONFLICT WITH THE MANUF.'S REQUIREMENTS, CONTACT THE ARCHITECT
PRIOR TO INSTALLATION.

ELECTRICAL PANELS TO BE NUMBERED AND LABELED PRIOR TO
SUBSTANTIAL COMPLETION.

ALL WORK SHALL BE CONDUCTED WITHIN THE LIMITS OF ALL
APPLICABLE BLDG. AND OR CODES THAT GOYERN, HAVING
JURISDICTION OVER THIS PROJECT.

CABLING RACKS AND CABINETS PROVIDED BY TENANT'S CABLING
CONTRACTOR.

EXISTING OUTLETS TO REMAIN UN.O.

. PHONE AND DATA LOCATIONS ARE INDICATED FOR LATYOUT PURPOSES
ONLY. ALL ENGINEERING AND CIRCUITRY BY OTHERS. REFER TO
ENGINEERING DRAWINGS FOR ACTUAL FIXTURE, POWER, ALARM AND
SECURITY PROVISIONS.

2. COORDINATE ALL PHONE AND DATA REQUIREMENTS WITH TENANT AND
TENANT'S NETWORKING REPRESENTATIVE

3. COORDINATE MOUNTING OF OUTLETS AT/ABOYE CABINETRY WITH INTENT
SHOUN IN ELEVATIONS

4. RECEPTACLES INDICATED FOR SERVERS, COPIERS, AND MICROWAVES
SHALL BE ON DEDICATED CIRCUITS.

5 VERIFT SERVER ROOM AND TELEPHONE/DATA STYSTEM POWER
REQUIREMENTS WITH TENANT

o. FIRE SAFE ALL PENETRATIONS AT FLOOR OUTLETS WITH NON
COMBUSTIBLE FIRE SAFING MATERIAL TO MEET OR EXCEED THE FIRE
RATING OF THE SURROUNDING MATERIAL.

1. ALL MATERIALS AND WORK SHALL CONFORM TO ALL GOVERNING CODES.

LT. CONSULTANT TO PROVIDE INFORMATION REGARDING VOICE OVER
INTERNET PHONE SERVICE IN SHARED CONFERENCE ROOM.

AT POUER AND/OR DATA LOCATIONS THAT ARE NOT IN USE, PROVIDE AND
INSTALL BLANK PLATE COVER UNO.
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NOTE: LEGEND 1S TYPICAL, SOME SYMBOLS MAY NOT BE USED ON THIS PROJECT.

AN "X" OVER ANY STMBOL INDICATES THAT ITEM TO BE REMOVED.
AN "N" ON ANY STMBOL INDICATES THAT ITEM TO BE NEW.

AN "R" ON ANY STMBOL INDICATES THAT ITEM TO BE RELOCATED.

DEMO DUPLEX OUTLET

EXISTING DUPLEX OUTLET
NEW DUPLEX OUTLET
BURLEY OUTLET- DEDICATED
BUPLEX OUTLET- DEDICATED
EXISTING QUAD OUTLET

NEW QUAD OUTLET

EXISTING GFI DUPLEX OUTLET
NEW GF| DUPLEX OUTLET
EXISTING 220 V OUTLET

NEW 220 v OUTLET

©=NR NEW RECESSED DUPLEX OUTLET
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DEMO BLANK

EXISTING BLANK
EXISTING POUER POLE
NEW POWER FPOLE

DEMO SWITCH

EXIST SWITCH

NEW SWITCH

EXISTING CARD READER
NEW CARD READER

DEMO FLOOR DUPLEX
AND TELE/DATA OUTLET
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EXISTING FLOOR DUPLEX
AND TELE/DATA OUTLET

NEW FLOOR DUPLEX
AND TELE/DATA OUTLET

NEW JUNCTION BOX FOR POUER

NEW JUNCTION BOX FOR
TELEPHONE AND DATA

DEMO TELEPHONE AND/
OR DATA OUTLET

EXISTING TELEPHONE AND/
OR DATA OUTLET

NEW TELEPHONE AND/

OR DATA OUTLET

NEW RECESSED TELEVISION
OUTLET

NEW AUDIOVISUAL OUTLET
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